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Encased Stainless Steel Frits

Stainless Steel Frits
•	Type 316 stainless steel 

•	Heat-passivated for a more inert surface
Stainless Steel Frit Specifications
Material: 316 Stainless Steel
Max. Temperature: 500ºC
Max. Pressure: 10,000psig
Typical Use: Column Inlet/Outlet

Stainless Steel Frits

Frit Diameter Thickness Porosity
25/pk

Part No.
1/4" (6.350mm) 0.031" (0.79mm) 0.5µm 720825

0.031" (0.79mm) 2.0µm 721025
0.063" (1.59mm) 2.0µm 716525

3/8" (9.525mm) 0.031” (0.79mm) 2.0µm 721425

Encased Stainless Steel Frits

Frit Diameter Ring Diameter Thickness

2 Micron
(5/pk)

Part No.

2 Micron
(20/pk)
Part No.

Stainless Steel Frits with PEEK Ring
0.083" (2.1mm) 0.250" (6.4mm) 0.063" (1.59mm) — 99001

Stainless Steel Frits with Carbon-Reinforced PEEK Ring
0.181" (4.6mm) 0.250" (6.4mm) 0.031" (0.79mm) 75005 —

Encased Metal-Free PEEK Frit Specifications
Material: PEEK
Max. Temperature: 100ºC
Max. Pressure: 10,000psig
Typical Use: Column Inlet/Outlet

•	Improved sealing over conventional frits

•	Better mechanical stability
Encased Stainless Steel Frit Specifications
Material: 316 Stainless Steel, PEEK, or Graph-Tite™
Max. Temperature: 100ºC
Max. Pressure: 10,000psig
Typical Use: Column Inlet/Outlet

•	Metal-free inert construction

•	Ideal for chromatography biocompatibility applications

Encased Metal-Free PEEK Frits

Encased Metal-Free PEEK Frits

Frit Diameter Ring Diameter Thickness

5 Micron
(5/pk)

Part No.

10 Micron
(5/pk)

Part No.
PEEK Frits with PEEK Ring 

0.181" (4.6mm) 0.250" (6.4mm) 0.063" (1.59mm) 68152 69027
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Omnifit® Low-Pressure Column Hardware

• Borosilicate heavy wall glass with precision threaded 
ends and patented “strain free” endfittings

• Bore diameter constant to ±0.1mm

• Higher pressure limits than other low-pressure column 
hardware

Each Omnifit® glass column includes two PTFE end pieces 
(one fixed, one adjustable), two 1/4-28 polypropylene outer 
caps, one frit kit (two each: 10µm polyethylene, 10µm PTFE 
and 25µm PTFE), two flangeless tube endings, two gripper 
fittings, and two meters of 1/16" PTFE tubing.

Omnifit® Glass Column Accessories
Description Qty. Part No.
6.6mm i.d. Column Accessories

Adjustable Plunger ea 62287
25µm Polyethylene Frits 20 62281
25µm PTFE Frits 20 62282
10µm PTFE Frits 20 62283
5µm PTFE Frits 20 62284
Fluoroelastomer Polymer O-rings 10 62285
Silicone O-rings 10 62286

10mm i.d. Column Accessories
Adjustable Plunger ea 61651
25µm Polyethylene Frits 20 61411
25µm PTFE Frits 20 61421
10µm PTFE Frits 20 61461
5µm PTFE Frits 20 61471
Fluoroelastomer Polymer O-rings 10 61661
Silicone O-rings 10 61671

15mm i.d. Column Accessories
Adjustable Plunger ea 64651
25µm Polyethylene Frits 20 64411
25µm PTFE Frits 20 64421
10µm PTFE Frits 20 64461
5µm PTFE Frits 20 64471
Fluoroelastomer Polymer O-rings 10 64661
Silicone O-rings 10 64671

25mm i.d. Column Accessories
Adjustable Plunger ea 62651
25µm Polyethylene Frits 20 62411 
25µm PTFE Frits 20 62421
10µm PTFE Frits 20 62461
5µm PTFE Frits 20 62471
Fluoroelastomer Polymer O-rings 10 62661
Silicone O-rings 10 62671

Omnifit® Column Hardware Specifications
Material: Borosilicate Glass, PTFE, Fluoroelastomer 

Polymer, Polypropylene, and Polyethylene
Max. Temperature: 100ºC
Max. Pressure: Varies, See Price Block
Thread Type: 1/4-28 UNF
Typical Use: Low-pressure, Metal-free Columns

Empty Low-Pressure Hardware

Omnifit® Glass Columns
Length Part No.
6.6mm i.d. Column, rated to 60Atm (900psig)

100mm 62271
150mm 62272
250mm 62273
400mm 62276

10mm i.d. Column, rated to 40Atm (600psig)
100mm 61110
150mm 61120
250mm 61140
500mm 61160
1000mm 61180

15mm i.d. Column, rated to 20Atm (300psig)
100mm 64110
150mm 64120
250mm 64140
500mm 64160
1000mm 64180

25mm i.d. Column, rated to 10Atm (150psig)
150mm 62121
250mm 62141
500mm 62161
1000mm 62181
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related products
Looking for low-pressure accessories? 
Low-pressure fittings, pages 117–120; 
Low-pressure tubing, page 387.


